The structural blast machine models SBM 1000 to SBM 2500 come with job height
varying from 500-2000 and job width varying from 1000 to 2500mm. Refer chart below:
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TECHNICAL DATA

Type RB 1500 RB 2000 RB 2500 RB 3500

Turbines

Number 6 6 8 8

Diameter @ 400 mm @ 400 mm @ 400 mm @ 400 mm

Number of blades 8 8 8 8

Width of blades 65 mm 65 mm 65 mm 65 mm

Abrasive pre-acceleration central mechanically | central mechanically central mechanically | central mechanically
by impeller by impeller by impeller by impeller

Drive capacity 7,5 kW/11 kW 11 kW/15 kW 11 kW/15 Kw 11 kW/15 kW

Throwing speed >=70 m/sec. >=70 m/sec. >=70 m/sec. >=70 m/sec.

Abrasive flow / turbine

7,5 kW / turbine 90 kg/min.

11,0 kW / turbine 159 kg/min. 159 kg/min. 159 kg/min. 159 kg/min.

15,0 kW / turbine 215 kg/min. 215 kg/min. 215 kg/min.

Abrasive consumption/turbine

7,5 kW 2.0kg/h

11,0 kW 3kg/h 3kg/h 3kg/h 3kg/h

15,0 kW 4kg/h 4kg/h 4kg/h

Initial abrasive filling for turbines with

7,5 kW approx. 3.500 kg

11,0 kW approx. 4.000 kg approx. 4.000 kg approx. 4.500 kg approx. 4.500 kg

15,0 kW approx. 5.000 kg approx. 5.500 kg approx. 5.500 kg

Power consumption of the plant
totally approx. for turbines with
7,5 kW

11,0 kW

15 kW

70 kW
95 kW

97 kW
125 kW

100 kW
130 kW

100 kW
130 kW

Filter system
Type

Reverse Pulse Cartridge

Reverse Pulse Cartridge

Reverse Pulse Cartridge

Reverse Pulse Cartridge

Volumetric capacity 12.500m’/h 15.000m’/h 20.000m’/h 25.000m’/h
Available vacuum at the output <10 mg/m’ <10 mg/m’ <10 mg/m’ <10 mg/m’
Residual dust contents in the waste air <1,5mg <1,5mg <1,5mg <1,5mg
Compressed air dried and cleaned

Pressure 5-7 bar 5-7 bar 5-7 bar 5-7 bar
Requirement 36 m’/h 36 m’/h 43 m’/h 43 m’/h

Roller conveyor system/roller pitch 800 / 400 mm 800 / 400 mm 800 / 400 mm 800 / 400 mm
Noise level acc. to DIN 45635 < 85dB(A) < 85dB(A) < 85dB(A) < 85dB(A)
Cleaning degree at B Sa 2.5%

Approx. passage speed with turbines

7,5 kW / sheets 1,8 - 2,0 m/min.

7,5 kW / profiles 1,6 - 1,8 m/min.

11,0 kW / sheets 2,5-3,0 m/min. 1,8 - 2,1 m/min. 1,4 - 1,7 m/min. 1,0 - 1,4 m/min.
11,0 kW /profiles 2,0 - 2,5 m/min. 1,3 -1,8 m/min. 1,0 - 1,2 m/min. 0,8 - 1,0 m/min.
15,0 kW / sheets 2,5 - 3,0 m/min. 1,8 - 2,3 m/min. 1,5- 1,8 m/min.
15,0 kW / profiles 2,0 - 2,3 m/min. 1,2 - 1,5 m/min. 1,0 - 1,2 m/min.

*The values listed are for normal scale. Differences below or above these values are possible.

All specifications are subject to modifications due to technical progress.
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